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Model 7634 
Internal 
Mount 

Transducers



7634 
Transducers

o4x4 Configuration

o18-ft (6-m) 
Penstock

o½-Round Conduit 
Runs Installed 
(Cable Protection) 



7634 
Transducer

o4 Path 
Configuration 

o6-Ft (2-m) Steel 
Pipe

o½-Round Conduit 
Runs Installed 
(Cable Protection) 



Model 7634 Transducer

Top Left: 7634 Transducer Installed on Conduit Wall w/ 
Half-round Protective Conduit Over Cables

Top Right: 4 Path Configuration, Concrete Octagon 
Conduit for Cooling Water Intake 



Model 7634 
Transducer

o 2x2 
Configuration

o 29.5-ft (9-m) 
Hydropower 
Penstock 



Model 7634 
Transducer 

Top Left: 32 Cables exiting 
thru penetrators from inside 
of penstock

Top Right: Penetrators from 
exterior view of penstock

Bottom Left: Protective 
shroud covering cables & 
penetrators 

Bottom Right: Post stud weld 
& pre-mortar fill 



Model 7634 
Transducer 

o 4x4 Configuration, Plate 
Mounted on Conduit Wall 

o 25-ft (7.6-m) Vertical 
Concrete Shaft

o CSO & Flood Protection 


