
Your Flow Monitor ing Experts for  Over 40 Years

an IDEX Business Unit
a brand of ADS LLC



MODEL 8510+ FLOWMETER

PRODUCTS

8510+ Flowmeter Specs

Measurement Options
• Open/Closed Channel

• Full/Partially Full Systems

Min-Max Acoustic Paths • 1-10

Min-Max Measuring Sections 

(pipes/channels)
• 1-5

Outputs 

• 4 or 8 Analog 4-20mA

• Modbus RTU via RS-232, RS485 & TCP/IP

• 6 relay outputs

Inputs • 4 or 8 analog 4-20mA

Local Display • 7.7” LCD color touchscreen w/ Windows CE

Internal Data Logger • 16 GB

Diagnostic Information 

• Signal travel times, sonic velocity, signal 

gains, signal to noise ratio & error 

messages 

Console Enclosure
• NEMA 4X (IP66) wall mounted; 

polycarbonate



Model 7601/7601P

Model 7605/7625

Model 7600

FEEDTHROUGH TRANSDUCERS
PRODUCTS

Feedthrough Transducer Specs

Model 

7600

• 316SS w/ PVC window

• Max pressure 1500 PSI

• Dewatered pipe w/ inside access for installation 

w/ outside min. clearance 36”

Model 

7601/7601P

• 316SS w/ PVC window or PVC (7601P)

• Max pressure 450 PSI or 900 PSI (HP 7601)

• Dewatered pipe w/ inside access for installation 

OR hot-tap w/ min. outside clearance 36”

Model 

7605/7625

• 316SS w/ Acrylic window (7605) or Delrin w/ 

Acrylic Window (7625)

• Max pressure 2000 PSI(7605) & 500PSI (7625)

• Dewatered pipe w/ inside access for installation 

w/ min. outside clearance 12”

• Only element removable under pressure, thus 

internal access required for cleaning if needed



INTERNAL MOUNT TRANSDUCERS

PRODUCTS

Internal Mount Transducer Specs

Model 7618

• PVC Construction

• Max pressure 100 PSI

• ‘Eyeball’ can be adjusted +/-30° for fine-tune 

alignment 

• Ideal for wide channels/canals 

Model 7634

• PVC Construction 

• Max pressure 450 PSI

• Dewatered pipe/channel OR pre-mounted on bands

• Dual element, ideal for applications with limited 

access/shutdown time

Model 7658

• PVC Construction

• Max pressure 250 PSI

• Dewatered pipe/channel OR pre-mounted on bands, 

plates or slides

• Intrinsically Safe, low profile transducer, ideal for 

CSO/WW, small diameter pipes/channels

Model 7658

Model 7634

Model 7618


